OTCKsus

Optional variety of 2nd display Splash proof from bezel design
for advertisement application for
VFD replacement

Sturdy and Robust base Optional detachable MSR for stock
flexibility

Screen tilting
angle freely up

Two colors logo printing to 90 degree
vertically

Cable Management

Specifications
Model oT12TB | OT15TB | OT17TB
Cabinet color Black
Display Area 245.76 % 184.32 mm 170.4%127.8 mm 337.920 % 270.336 mm
Optimal Resolution 800x600 or 1024 %768 1024 X 768 1280% 1024
Brightness 150 or 370 cd/m? (typ) 250 cd/m? (typ) 300 cd//m? (typ)
Contrast Ratio 300:1 or 400:1 (typ) 600:1 {typ) 800:1 {typ)
Response Time 16 or 45 ms (typ) 8ms {typ) 5ms (typ)
LCD Viewing Angle(L/R/U/D) 45/ 45/ 20/ 45 or 35(H) / 55V) 80/80/80/80 85/85/75/85
Input Video signal connector D-Sub 1 é_pins
Power consumption 20W 30w
Input Frequency Horizontal: 31.5-60.2 kHz ; Vertical: 56.3Hz~75Hz COM-2V (RJ-45)
Power supply DC A2V +/- 10%
ok o i Operating: 0'C~40'C ; Storage: -10'C~50C COM-IN (Rs-232)
Humidity Operating: 20%-~80% ; Storage: 10%-~90% USB (A Type)
Weight 4.67 kgs (net) 5.90 kgs (net) USB-IN (B Type)
B S15(W)x317 ()x200mm |  3652x3366x200mm |  391.0X361.6X200 mm VGA-IN
Approvals CE, FCC-B, CCC, BSMI
Wall Mount VESAT75XT5 mm DVI-IN
Touch 5 wires TWN / Elo resistive |
Optional item -+ DC12V-IN
Cabinet color White
MSR 3 tracks
2nd display 7" ~ 10.4" LCD monitor
Customer display VFD
Others OT12NB (non touch version) NAA N/A

Specification is subject to change without notice.
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